
WWW.DUCHESNE.CAMPB525 21-03

COMMERCIAL 
& INDUSTRIAL

STEEL PROFILESDUCHESNE ET FILS LTÉE
871, boulevard Duchesne
Yamachiche, Quebec 
G0X 3L0
 : 1 800 567-2164
www.duchesne.ca

Personalize your house with 
Duchesne products with the 
help of our Home Visualizer.

DESIGN YOUR DREAM 
HOUSE!

Unique range of colours available in several gauges and 
easily matching Duchesne complementary exterior siding, 
trims and soffits, thanks to the My Colour Universe® system.

STANDARD
colours

years

The colours displayed may differ from the actual colours. Samples 
are available at your local dealer.
To confirm the colours and gauges available by profile, please 
refer to the availability chart at www.duchesne.ca.

T119
Brushed Zinc

023
Galvalume Plus

643
Cordovan

234
Orange

7500
Metallic grey

5712
Interior white

730
Regent grey

330
Heron blue

250
Red

011
Galvanized

790
Royal blue

317
White

273
Bone white

259
Tile red

321
Metallic copper

055
Bright aluminum

260
Slate blue

695
Cambridge white

386
Bright red

329
Green

659
Greyberry

256
Mist green

696
Antique linen

307
Dark green

229
Dark brown

262
Black

306
Charcoal

228
Metro brown

305
Stone grey

310
Turquoise

326
Cocoa brown

315
Tan

314
Deep grey

60035
Graphite grey

60039
Jet black

60041
Sepia brown

9740
Carbon



CONCEALED FASTENER ROOFING & SIDING
steel profiles steel profiles

EXCLUSIVE

Several colours, known as cool roof colours, offer energy 
efficient performances, especially in summer, by keeping 
buildings cool.

colours

3 times more durable than traditional asphalt shingle roofs

Minimal maintenance

The design of the concealed fasteners (non-exposed perforation 
and screws) provides an excellent sealing

Intermediate striation and rib options are an excellent way to 
reinforce the profile to reduce the risks of oil canning

►

►

►

►

BENEFITS OF CONCEALED FASTENER STEEL PROFILES

Design, development and 
manufacturing of sheet metal siding.

The colours displayed may differ from the 
actual colours. Samples are available at your 
local dealer.
To confirm the colours and gauges available 
by profile, please refer to the availability chart 
at www.duchesne.ca.

NEW LCD 6
NEW LCD 8
NEW LCD 11
LCD 12

The concealed fastener 
system gives the LCD 
family a smooth and
modern look providing a 
distinctive architectural 
flair to commercial and 
industrial buildings.

LCD 6 with groove LCD 6 without groove

LCD 8 with groove LCD 8 without groove

LCD 11 with groove LCD 11 without groove

LCD 12 with groove LCD 12 without groove

AUTHENTIKTM - Multiple ribs
The AUTHENTIKTM profile with nail strip or clip system features a trendy 
style recalling the stamp of yesterday’s traditional roofs.
 Also available with striations or flat.

CLASSIKTM - Flat
The CLASSIKTM profile combines the charm of ancestral roofs and 
the style of steel profiles with concealed fasteners.
 Also available with major rib or striations.

MAJESTIKTM - Striations
The MAJESTIKTM profile gives a unique character to any building 
with its imposing ribs of batten style.
 Also available with major rib or flat.

TECHNICAL DATA SHEETS
For our complete line or for more technical information about 
Duchesne steel profiles, refer to our STEEL PRODUCT CATALOG or 
visit our website WWW.DUCHESNE.CA.

SIDING

ROOFING

►

►

►

50

Bending tools may be required for the installation of the Authentik™ profile (see page 56). 
Contact the Internal Sales Service for more information regarding the availability of Duchesne installation tools.

Arrow indicates the colour side.

MOULDINGS AND ACCESSORIES REINFORCEMENT  

residential commercial CONCEALED FASTENERS
PROFILE AUTHENTIKTM

WITH CLIPS
CODE 10041                 

16” (406 mm) or 20” (508 mm)

AUTHENTIK GABLE TRIM - 1312

ROOFING UNDERLAYMENT in roll

AUTHENTIK CLIPS

PLASTIC CAP NAILS

STRIATIONS

CONCEALED FASTENERS STEEL PROFILE: CLASSIK

MULTIPLE RIBS

MOULDINGS FOR 
AUTHENTIK

ROOFING UNDERLAYMENT

CLIPS

REINFORCEMENT

IMPORTANT NOTICE

10" COVERING PIECE (3,05 m)

STANDARD THICKNESS: 28GA

Roofing underlayment 1000 sq.ft (93 sq.m)
4’ x 250’ (1.22 m x 76.2 m)

Adhesive roofing underlayment 216 sq.ft (20 sq. m)
3’ x 72’ (0.91 m x 22 m)

Ideal for the installation of roofing 
underlayment. 

Offered in 2", 2 1/2" and 3" lengths 

Please refer to our catalogue under the 
construction nail section.

Minimum roof slope required
When used on a roof, Duchesne concealed fasteners steel profiles must be 
installed on a minimum roof slope of 3/12. In the case where a sealant is 
factory applied (optional), the required minimum roof slope is 1.5/12 for the 
Authentik profile.

Solid substrate
All Duchesne concealed fasteners steel profiles used on a roof must be 
installed on a solid substrate.

Roofing underlayment required
A roofing underlayment is required for any roof using the Authentik profile.

Please refer to the installation guide for more information about the 
installation of Duchesne concealed fasteners steel profiles.

16” (406 mm) or 20” (508 mm)

16” (406 mm) or 20” (508 mm)

1 7/16” (37 mm)

1/2” (13 mm)

Clips are supplied with profiles in a sufficient quantity (installation 
at each 2’ between the first and the last - see installation guide). 
Additional clips can be ordered in box of 50 clips.

Other compatible universal accessories and mouldings are available.        
See pages 58 to 92.

Product use Roofing and Siding

Width before forming 21.15" (537 mm) or 25.15" (639 mm)

Width after forming 16" (406 mm) or 20" (508 mm)

Available gauges 22, 24, 26

Height of the rib 1 7/16" (37 mm)

1 7/16” (36.5 mm) 

1/2” (12.7 mm) 

1322

1 3/8''
[35 mm]

2 3/4''
[70 mm]1/2''

[13 mm]

3/4''
[19 mm]

1/2'' [13 mm]

1 3/4'' [44 mm]

1312

2 3/4''
[70 mm]

1/2'' [13 mm]

1 3/4''
[44 mm]

1/2''
[13 mm]

1 1/2''
[38 mm]

7/16'' [11 mm]

SE
R

V
IC

E
S    

M
E

TA
L 

P
R

O
D

U
C

TS
F

LA
T

 ST
E

E
L

A
C

C
E

SSO
R

IE
S

M
O

U
LD

IN
G

S
C

O
N

C
E

A
LE

D
 

FA
ST

E
N

E
R

S
R

O
O

FIN
G

 
A

N
D

 SID
IN

G
 - 

C
O

R
R

U
G

A
TE

D

SID
IN

G
R

O
O

F
IN

G
A

V
A

ILA
B

LE
 

C
O

LO
U

R
S

G
E

N
E

R
A

L    

24

STEEL PROFILE 
TR 11
CODE 10011

COLOUR CHART

Product use Roofing

Width before forming 51" (1292 mm)

Width after forming 42.91" (1090 mm)

Available gauges 22, 24, 26

Height of the rib 1 3/8" (35 mm)42.91” (1090 mm)

14.30” (363 mm)

Arrow indicates the colour side.

1 3/8” (35 mm)

FOAM CLOSURE STRIP NON-VENTED

Length: 42.91" (1090 mm)

Width: 1" (25 mm)
OVER the sheet UNDER the sheet

Recommended
to close openings

at the end of
sheets

COLOUR EXCLUSIVE TO DUCHESNE

ACCESSORIES   

TO CONFIRM COLOUR AVAILABILITY OR TO INQUIRE ABOUT COLOUR / GAUGE OPTIONS NOT LISTED PLEASE CONTACT YOUR DUCHESNE ET FILS LTÉE REPRESENTATIVE.
FOR DETAILS, LOAD TABLES OR PRODUCT BROCHURES, PLEASE VISIT WWW.DUCHESNE.CA

Other compatible universal accessories and mouldings are available. See pages 58 to 92.

commercial industrial

GAUGE 26 GA 24 GA 22 GA

NATURAL FINISHES

GALVANIZED Z275 (G90) • •

PREPAINTED FINISHES - PERSPECTRA PLUS SERIESTM

QC 015  VELVET LINEN •

QC 017  COAL GREY •

QC 023  IVY GREEN • •

QC 115  FIR TREE •

QC 117  COBALT •

QC 120  ICE WHITE •

QC 226  SANDSTONE •

QC 228  METRO BROWN •

QC 229  DARK BROWN • •

QC 250 RED • •

QC 256  MIST GREEN •

QC 260 SLATE BLUE • •

QC 262  BLACK • •

QC 273 BONE WHITE • •

QC 305  STONE GREY • • •

GAUGE 26 GA 24 GA 22 GA

PREPAINTED FINISHES - PERSPECTRA PLUS SERIESTM  

QC 306  CHARCOAL • • •

QC 307  DARK GREEN • •

QC 315  TAN • •

QC 317  WHITE • • •

QC 326  COCOA BROWN •

QC 329  GREEN •

QC 330  HERON BLUE • •

QC 386  BRIGHT RED • •

QC 641  SABLE •

QC 695  CAMBRIDGE WHITE •

QC 696  ANTIQUE LINEN •

QC 730  REGENT GREY •

PREPAINTED FINISHES - METALLIC SERIES - PVDF - KYNAR 500®

QC 2624  BRIGHT SILVER • •

QC 3234  METALLIC COPPER •

PREPAINTED FINISHES - LOW GLOSS METALLIC SERIES - PVDF

T 119 BRUSHED ZINC •

PREPAINTED FINISHES - POLYURETHANE SERIES

QC 7500 METALLIC GREY • •
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Arrow indicates the colour side.

MOULDINGS   

Product use Siding

Width before forming 17.434" (443 mm)

Width after forming 12" (305 mm)

Available gauges 20, 22

Height of the rib 1 1/2" (38 mm)

10’ COVERING PIECE (3.05 m) 

OPENING TRIM

INSIDE CORNER

“J” TRIM

OUTSIDE CORNER

MOULDINGS FOR LCD 12

*Specify

1 1/4”(32 mm)

1 1/2”(38 mm)  

EXCESS

1”
(25 mm)  

3/8”(10 mm)  

*
1 5/8”
(38 mm)

Opening1/16”(2 mm)  

1 1/2”
(38 mm)  

1 1/16”(27 mm)  3/8”(10 mm)  

1”(25 mm)  

2 1/2”(64 mm)  

Opening1/16”(2 mm)  

(22
9 

mm)

2 11/16”
(68 mm)  

1”
(25 mm)  

1 1/4”(32 mm)

3/8”(10 mm)  

1 1/2”(38 mm)  1 5/8”
(38 mm)

Opening 1/16”(2 mm)  

Ouverture 1/16”

1”
(25 mm)  

1 1/2”
(38 mm)  

1 1/16”
(27 mm)  

2 1/2”
(64 mm)  

Opening 1/16”(2 mm)  

Other compatible universal accessories and mouldings are available. See pages 58 to 92.

commercial industrialresidential

12” (305 mm)

STEEL PROFILE 
LCD 12 

CODE 10012

12” (305 mm)

Également disponible sans rainure.
1 1/2” (38 mm)

Profile with groove

With groove Without groove

Profile without groove

WITH AND MITHOUT  
GROOVE
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TR 11 
The TR 11 profile’s design, accented by grooves and ribs 1 3/8" 
high, gives character and style to commercial and industrial 
buildings. Its vast range of colours makes it possible to create 
harmonious colour schemes.

CRG 7/8 38.6
The renewed popularity of corrugated profiles is due to their 
look and great versatility. Their uniform and continuous curves, 
as well as their effects of texture, shading and symmetry, are in 
demand and offer infinite possibilities of architectural design for 
commercial, institutional and industrial buildings.

CRG 7/8 33.1
Multiple combinations thanks to the many gauges, widths and 
colours available. Greater margin of manœuvre for profile 
overlapping. Ideal for any wall or roofing installation.

LC 27/29 
The LC 27/29 profile offers several installation options, which 
makes it a highly versatile siding. It can be installed as wall or 
roofing siding and directly on the structure or on furring.

Over 12 models of steel profiles for roof and/or wall applications 
that give a distinctive style and durability to any type of building.

LC 31/33
The LC 33 profile’s design features symmetrical lines accented 
by alternating ribs and valleys of 1 1/2". In addition, the exposed 
screw is virtually invisible due to its discreet location, thus 
enhancing the building’s beauty.

104
Ivory

121
Ochre

023
Ivy green

033
Dune

641
Sable

108
Artichoke

726
Reflex blue

024
Khaki brown

109
Tea leaf

114
Grey

117
Cobalt

020
Silica

032
Cappuccino

694
Atrium green

217
Shadow

691
Skylight blue

685
Solar yellow

034
Yellowstone

115
Fir tree

116
Cinnamon

251
Cabernet

017
Coal grey

035
Brick red

277
Autumn

014
Clay brown

120
Ice white

015
Velvet linen

119
Biscuit


